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Ordinary Portland cementa b s t r a c t
So much innovations have ensued in the concrete industry in the last decade, especially in terms of ensur-
ing concrete sustainability and its green initiatives. A call for sustainability is imminent in the industry as
the production of ordinary Portland cement (OPC) which is the main binder of concrete contributes about
8% to the world’s human-induced carbon dioxide emission. In addition, the production of concrete has
posed a huge threat on natural deposits of raw materials. With billions of tons of concrete expected to
be produced in the coming years to meet our infrastructure demand, it is critical for other alternatives
to be considered for concrete production. Such alternatives mostly fit as partial or total replacement of
OPC and aggregates. This paper explored the sustainable advantage of alkali-activated binders, supple-
mentary cementitious materials, and recycled materials as raw materials in concrete. This short review
has shown that it is possible to achieve a greener concrete with enhanced properties compared to the
conventional concrete with the use of new materials. Also, on the ground of economic importance, the
new materials were found to have better performance than the conventional ones.
 2019 Elsevier Ltd. All rights reserved.
Selection and peer-review under responsibility of the scientific committee of the First International Con-
ference on Recent Advances in Materials and Manufacturing 2019.1. Introduction
Concrete is more sustainable in terms of energy consumed, and
carbon emission per volume compared to other building materials
such as steel [1] as shown in Fig. 1. However, the high-volume con-
sumption of concrete compared to other building materials have
eliminated this sustainable advantage. The production of ordinary
Portland cement (OPC) which is the main binder in concrete con-
tributes about 8% to the world’s anthropogenic carbon emission
and uses about 3% of the world’s energy [2]. Also, the concrete
industry is the highest consumer of natural aggregate and fresh
water [3,4]. The higher production of concrete for future usage will
lead to significant depletion of these natural resources and con-
tamination of the environment [5,6]. Therefore, the need to have
green concrete is essential so as to meet future demands of con-
crete while conserving natural resources. Green concrete can be
classified as any concrete that has less embodied energy and car-
bon compared to the conventional OPC concrete. In addition, greenconcrete essentially incorporates different waste materials as
either binder or/and aggregate.
Therefore green concrete can be in various types; such as con-
crete with partial to total replacement of OPC as a binder, or/and
concrete incorporating waste and recycled materials as aggregate
[8]. Apart from sustainability issues, the necessity to have concrete
that is strong and durable has propelled the development of green
concrete that can resist load and various detrimental forces in the
environment. The prospects of green concrete to produce excellent
fresh and hardened properties compared to the conventional OPC
concrete will ensure low maintenance cost, quick completion of
constructions, and extended service life. Though the author pre-
sented the current sustainability issues associated with the con-
crete industry in an article not yet published [9], this present
article explored the major developments that are being used to
achieve a green concrete. The use of different alternative compo-
nents to produce green concrete are discussed along with their
resulting effects on the properties of the green concrete. It is hoped
that this article will serve as a guide for stakeholders in the con-
struction industry looking to improve the sustainability of con-
crete. It is also anticipated this paper will create an avenue forng 2019.
Fig. 1. Embodied energy and carbon for building materials (data from [7]).
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and will foster the development of new ones.2. Recent developments
As earlier stated, green concrete is capable of sustaining the
ecosystem while reducing the overall cost of concrete. Several
developments towards green concrete have ensued and this varies
from partial to total replacement of different components in con-
crete with alternative sustainable materials. These initiatives have
been used individually or combined with other green initiatives.
The major recent developments noted within the last few decades
are further explained and categorized.
2.1. Supplementary cementitious as partial replacement of OPC
As the production of OPC is the major energy consumer and
contributor of carbon dioxide emission in concrete, its partial
replacement with alternative material with less embodied energy
and carbon will result in significant reduction in overall embodied
carbon of concrete. Supplementary cementitious materials (SCMs)
are green alternatives to partially replace OPC as a binder in con-
crete. SCMs possess both pozzolanic and filler properties which
embodied it with the capabilities to enhance both the mechanical
and durability properties of concrete. SCMs serves as a green alter-
native because they are mostly waste products from other indus-
tries, and their use in concrete creates an avenue to manage
these waste effectively. In addition, their use in concrete results
in conservation of several land spaces and natural deposits of
raw materials that could have been used for their disposal, and
mining raw material for OPC production respectively.
SCM can be used to replace OPC in concrete in the range of 10–
50% [10]. However, this range can be increased depending on the
desired properties. Generally, SCMs improve the properties of con-
crete by their pozzolanic and filler properties. Silica fume (SF)
which is a byproduct of ferrosilicon production has been used over
the decades as SCM in concrete. The partial replacement of OPC
with SF has been shown to not only reduce the overall carbon diox-
ide emission of the concrete, but it also enhanced its mechanical
properties [11]. Also, Rice husk ash (RHA) which is an agricultural
waste and a type of SCM has been reported to enhance the early
strength and durability of concrete [12]. The improved properties
of concrete with the use of RHA as partial replacement of OPC
has been attributed to the refinement of the microstructure anddensification of the interfacial transition zone (ITZ) between the
aggregate and paste [12–14]. However, it should be noted that
the incorporation of RHA into concrete leads to detrimental effects
on the fresh properties of the concrete. Increase in water require-
ment and a decrease in flowability are the main negative effects
observed when RHA is used as partial replacement of OPC in con-
crete. In addition, past certain replacement levels, impaired
mechanical and durability properties such as a decrease in com-
pressive strength and increase in permeability can ensue. There-
fore, initial small-scale testing and proper optimization are
essential before RHA is incorporated as partial replacement of
OPC in concrete on a large scale. The optimum replacement level
required varied between studies as the properties of RHA is
affected by various parameter such as location, combustion condi-
tion, type of fertilizer used, etc. Therefore, to use any SCMs as par-
tial replacement of OPC in concrete, it is essential to do initial tests
to determine the optimum replacement level. Use of fly ash (FA)
from coal burning in power generation as SCM has also been
reported to improve the properties of concrete [15,16]. However,
in order to achieve the maximum benefits such as enhanced prop-
erties, proper replacement level and curing methods have to be
employed [17,18]. When FA is used at high replacement level of
OPC, detrimental effect such as a slow rate of strength develop-
ment, longer set times and lower early age strength can be evident.
In addition, durability issues such as scaling carbonation, alkali-
silica reactions can result from high volume use of FA as partial
replacement of OPC [19].
Slag (SL) is also one of the common SCMs used as partial
replacement of OPC in concrete. Slag is obtained as a waste product
from the metal industry and has been reported to improve both the
mechanical and durability properties of concrete [20,21]. Chidiac
and Panesar [22] suggested a ratio of 1:4 for SL to OPC, at 0.30
water to cementitious ratio as optimum. Lower ratio of SL to OPC
is encouraged as higher replacement levels might lead to shrinkage
and bleeding [23,24]. In general, with improved properties and
reduction in the overall embodied energy and carbon of concrete
with the use of SCMs as partial replacement of OPC, higher replace-
ment levels lead to detrimental effects on both the fresh and hard-
ened properties. For example, an increase in replacement level of
OPC with SCMs lead to decrease in the slump. Reduction in the
slump with increasing SCMs levels has been attributed to their
high water absorption capacity and specific surface area [25]. It
should, however, be noted that each SCM as its own optimum
water to cementitious ratio and replacement level. Therefore,
proper small-scale studies have to be done to determine these
optimum values, as the reactivity of SCMs vary even for the same
type of SCM [26].
2.2. Alkali-activated binders
Alkali-activated binders (AAB) are one of the main promising
green alternatives to conventional OPC. This is as a result of the
total elimination of OPC with aluminosilicate precursors which
are mostly waste product from different industrial processes. Total
elimination of OPC from concrete means a remarkable improve-
ment in the sustainability of concrete. Carbon dioxide emission
reduction up to 80% have been reported in the literature when
AABs are used in place of OPC [27]. The use of these aluminosilicate
precursors in concrete also creates an avenue to manage the waste
effectively. Common aluminosilicate precursors are fly ash from
power generation industry, slag from iron industry, rice husk ash
from the agricultural industry, etc. In order to obtain AAB, the alu-
minosilicate precursors are activated with an alkali medium that
results in dissolution of ions and formation of a gel that hardens.
Though a significant improvement in the sustainability of concrete
can be achieved with the use of AABs, the use of certain activators
Table 1
Merit/demerit of some common materials in green concrete.
Material Merit/demerit source
Rice husk ash (powder) A good material for alkali activated binder or for supplementary cementitious material use. [45]
Fly ash (powder) It has dominated the effect on influencing permeability and compressive strength. [46,47]
Silica fume (powder) Less than 30% content can be useful for enhanced strength and durability property of concrete [48]
Plastic Improves impact resistance of concrete. Also, compressive strength of concrete increased with about 1% content of plastic. [49,50]
Glass Improves strength of concrete [51]
Polyethylene (0 – 16 mm
sizes)
Slightly improves the workability and air permeability in concrete, but causes reduction in concrete strength as its content
increases.
[52]
Polypropylene (fibrous) Have minimal effect on bond property of concrete. It however contributes to flexural strength of concrete. [45,53]
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embodied energy and carbon of the activators. However, this sus-
tainability issue can be prevented with the use of activators with
low embodied energy and carbon that will give similar or higher
properties to those with higher embodied energy and carbon.
The type of aluminosilicate precursor and alkali activator used
are the factors that affect the properties of the AAB [27]. Sodium
silicate and sodium hydroxide are the most common type of acti-
vator used in AAB due to its resulting high strength. The production
of activators such as sodium silicate and sodium hydroxide con-
sume a high amount of energy and release a consequential amount
of carbon dioxide into the environment [28,29]. On the other hand,
activators such as sodium carbonate occur naturally in the envi-
ronment, and their processing consumes lower energy [30]. There-
fore, in order to maximize the benefits of AAB to reduce carbon
dioxide emission in the construction industry, activators with
low embodied carbon and energy should be used. AAB has also
been reported to have improved mechanical and durability
properties.
2.3. Alternative cements
The use of calcium aluminate (CA) and calcium sulfoaluminate
(CSA) cements is one of the pathways to produce green concrete.
Jules Bied in France has invented calcium aluminate as early as
the 1900 s, and this type of cement is comprised mainly of mono-
calcium aluminate, and other compounds in small quantities [31].
The use of this type of cement instead of OPC leads to green con-
crete because its production releases less amount of carbon dioxide
into the environment. The sole purpose for which calcium alumi-
nate cement was developed initially is to prevent sulphate attack
on concrete. However, due to its sustainable advantage, it has been
used for constructions in locations where sulphate resistance is not
a concern. These types of cement also have other durability advan-
tages such as improved resistance to abrasion and alkali-silica
reaction. In addition, their rapid strength gain makes it suitable
for certain type of construction. However, some of the alternative
types of cement are more expensive than OPC, which has limited
its use despite its possible contribution to obtaining green concrete
[32]. It is worthy of mention that, fly ash has been tested as a bin-
der suitable for enhancing the compressive strength and toughness
of cementitious composite [33].
2.4. Waste materials as aggregate in concrete
Several solid waste materials are being generated by several
industries, and most of these wastes are deposited in landfills or
in open space where they pose a contamination threat to the envi-
ronment. On the other hand, the production of concrete consumes
a large amount of aggregates annually, and the natural sources of
aggregates might not be able to meet up with the progression in
the demand for concrete. Therefore, it is imperative to use other
materials from other sources to complement the supply from thenatural sources. Utilization of various solid wastes as aggregate
in the production of concrete will results in a green concrete as it
will eliminate the need to mine and process the natural aggregates.
Also, use of these solid wastes as aggregate in concrete will help in
conserving the natural sources of aggregates, managing waste, and
reducing the overall embodied energy and carbon of concrete. Sev-
eral solid wastes have been reported to be used as aggregate in
concrete. Some of these wastes are; plastic [34], construction and
demolition wastes [35], glass [36], agricultural wastes [37], slag
[38], and ceramics [39]. However, the resulting effect of each type
of waste used as aggregate varies from each other depending on
the replacement level and physical properties of the aggregate.
For example, the use of glass as partial replacement of fine aggre-
gate in the range of 7.5 – 25% has been found to enhance the freeze
and thaw resistance and surface scaling of concrete [40]. The use of
glass as an aggregate at higher levels have been reported to result
in a decrease in slump and reduction in mechanical properties [41].
The green concrete can be seen as an energy-efficient [42,43],
and a technology with lesser environmental impacts. Many poly-
mer matrices like, polyethylene and polypropylene were investi-
gated for use in the field of green composites in recent years.
Polyethylene have been mostly used as aggregate while polypropy-
lene functioned more as reinforcing fibres in concrete. According to
a report by Zéhil et al. [44], there was a marginal effect of polyethy-
lene on workability and air permeability of concrete. However, the
study showed that increasing content of polyethylene resulted in
lowering both strength and shrinkage of the concrete. Other simi-
lar studies, have also reported the suitability of polyethylene and
polypropylene for concrete production [45–47]. A summary of
merit/demerit of some common materials in green concrete are
presented in Table 1.
2.5. Wastewater
The high consumption of fresh water by concrete production
has made it sustainable especially in parts of the world where
there is a limited supply of fresh water. Use of water is essential
in concrete as it serves as one of the reactants for the hydration
reaction and a medium of transportation for ions. As water cannot
be eliminated from the production of concrete, the use of wastew-
ater instead of fresh water is one of the ways forward to achieve a
green concrete. The possibility to use wastewater in concrete will
ensure that there’s enough supply of fresh water for consumption
by living things. However, before wastewater can be used in con-
crete, it has to be recycled by treating it appropriately, as deleteri-
ous compounds in the wastewater can alter the chemical reactions
going on inside the concrete.3. Conclusions and future perspectives
A review of recent developments in the field of green concrete
was presented in this study. It can be deduced that, the production
of green concrete is not only beneficial to creating a sustainable
A. Sivakrishna et al. /Materials Today: Proceedings 27 (2020) 54–58 57and resilient infrastructure, but it will help to meet the future
demand for concrete, which will aid more development and urban-
ization. Based on this review, the following conclusions can be
drawn:
1) Green concrete offers a sustainable stream to meet the
future demand for concrete, and provide a strong and dur-
able construction material for future design requirements.
In addition, green concrete provides a cheaper source of
building material that will propel more development espe-
cially in developing countries.
2) As waste materials are effectively incorporated into green
concrete, green concrete offers an avenue for management
of waste materials that might have caused detrimental
effects on the environment due to their improper disposal.
In addition, use of these wastes in concrete conserve land
spaces in which they will have been disposed of.
3) As the improper use of SCMs as a partial replacement for
OPC can result in a different negative effect on the fresh
and hardened properties of concrete, use of these SCMs in
optimized levels will ensure favourable properties while
reducing the overall carbon dioxide emission of concrete’s
production.
4) Alkali-activated binders are a viable replacement of OPC as a
binder in concrete. However, in order to achieve green con-
crete with these types of binders, activators with low
embodied energy and carbon has to be used.
5) More research in this field, alongside the development of
standards for green concrete, will increase the confidence
of construction stakeholders in the material. This will even-
tually lead to more application of green concrete for differ-
ent infrastructure.References
[1] B.V.V. Reddy, K.S. Jagadish, Embodied energy of common and alternative
building materials and technologies, Energy Build. 35 (2003) 129–137, https://
doi.org/10.1016/S0378-7788(01)00141-4.
[2] J.S. Damtoft, J. Lukasik, D. Herfort, D. Sorrentino, E.M. Gartner, Sustainable
development and climate change initiatives, Cem. Concr. Res. 38 (2008) 115–
127, https://doi.org/10.1016/j.cemconres.2007.09.008.
[3] S. Karthik, P. Rao, P. Awoyera, R. Gobinath, R. Karri, Alkalinity and strength
properties of concrete containing macro silica and ground granulated blast
furnace slag, IET Digit. Libr. (2018) 4.
[4] P. Murthi, P. Awoyera, P. Selvaraj, D. Dharsana, R. Gobinath, Using silica
mineral waste as aggregate in a green high strength concrete: workability,
strength, failure mode, and morphology assessment, Aust. J. Civ. Eng. (2018) 1–
7, https://doi.org/10.1080/14488353.2018.1472539.
[5] V. Karthika, P.O. Awoyera, I.I. Akinwumi, R. Gobinath, R. Gunasekaran, N.
Lokesh, Structural properties of lightweight self-compacting concrete made
with pumice stone and mineral admixtures, Rev. Rom. Mater. Rom. J. Mater. 48
(2018).
[6] S. Anandaraj, J. Rooby, P.O. Awoyera, R. Gobinath, Structural distress in glass
fibre-reinforced concrete under loading and exposure to aggressive
environments, Constr. Build. Mater. 197 (2019) 862–870, https://doi.org/
10.1016/j.conbuildmat.2018.06.090.
[7] G.P. Hammond, C.I. Jones, Embodied energy and carbon in construction
materials, Proc. Inst. Civ. Eng. - Energy. 161 (2008) 87–98, https://doi.org/
10.1680/ener.2008.161.2.87.
[8] P.O. Awoyera, J.O. Akinmusuru, J.M. Ndambuki, Green concrete production
with ceramic wastes and laterite, Constr. Build. Mater. 117 (2016) 29–36,
https://doi.org/10.1016/j.conbuildmat.2016.04.108.
[9] A. Adesina, Concrete Sustainability Issues, 38th Cem. Concr. Sci. Conf., United
Kingdom, 2018.
[10] M.C.G. Juenger, F. Winnefeld, J.L. Provis, J.H. Ideker, Advances in alternative
cementitious binders, Cem. Concr. Res. 41 (2011) 1232–1243, https://doi.org/
10.1016/j.cemconres.2010.11.012.
[11] A. Behnood, H. Ziari, Effects of silica fume addition and water to cement ratio
on the properties of high-strength concrete after exposure to high
temperatures, Cem. Concr. Compos. 30 (2008) 106–112, https://doi.org/
10.1016/j.cemconcomp.2007.06.003.
[12] F. Zunino, M. Lopez, Decoupling the physical and chemical effects of
supplementary cementitious materials on strength and permeability: amulti-level approach, Cem. Concr. Compos. 65 (2016) 19–28, https://doi.org/
10.1016/j.cemconcomp.2015.10.003.
[13] S. Hesami, S. Ahmadi, M. Nematzadeh, Effects of rice husk ash and fiber on
mechanical properties of pervious concrete pavement, Constr. Build. Mater. 53
(2014) 680–691, https://doi.org/10.1016/j.conbuildmat.2013.11.070.
[14] E. Mohseni, F. Naseri, R. Amjadi, M.M. Khotbehsara, M.M. Ranjbar,
Microstructure and durability properties of cement mortars containing
nano-TiO2 and rice husk ash, Constr. Build. Mater. 114 (2016) 656–664,
https://doi.org/10.1016/j.conbuildmat.2016.03.136.
[15] A. Noushini, F. Aslani, A. Castel, R.I. Gilbert, B. Uy, S. Foster, Compressive stress-
strain model for low-calcium fly ash-based geopolymer and heat-cured
Portland cement concrete, Cem. Concr. Compos. 73 (2016) 136–146, https://
doi.org/10.1016/j.cemconcomp.2016.07.004.
[16] H. Tian, Y.X. Zhang, L. Ye, C. Yang, Mechanical behaviours of green hybrid fibre-
reinforced cementitious composites, Constr. Build. Mater. 95 (2015) 152–163,
https://doi.org/10.1016/j.conbuildmat.2015.07.143.
[17] P. Shafigh, M.A. Nomeli, U.J. Alengaram, H. Bin Mahmud, M.Z. Jumaat,
Engineering properties of lightweight aggregate concrete containing
limestone powder and high volume fly ash, J. Clean. Prod. 135 (2016) 148–
157, https://doi.org/10.1016/j.jclepro.2016.06.082.
[18] R. Chen, Y. Li, R. Xiang, S. Li, Effect of particle size of fly ash on the properties of
lightweight insulation materials, Constr. Build. Mater. 123 (2016) 120–126,
https://doi.org/10.1016/j.conbuildmat.2016.06.140.
[19] T. Madhavi, L. Raju, D. Mathur, Durability and strength properties of high
volume fly ash concrete, J. Civ. Eng. Res. 4 (2014) 7–11.
[20] Ö. Çakır, F. Aköz, Effect of curing conditions on the mortars with and without
GGBFS, Constr. Build. Mater. 22 (2008) 308–314, https://doi.org/10.1016/
j.conbuildmat.2006.08.013.
[21] E. Özbay, M. Erdemir, H._I. Durmus, Utilization and efficiency of ground
granulated blast furnace slag on concrete properties – a review, Constr. Build.
Mater. 105 (2016) 423–434, https://doi.org/10.1016/j.conbuildmat.
2015.12.153.
[22] S.E. Chidiac, D.K. Panesar, Evolution of mechanical properties of concrete
containing ground granulated blast furnace slag and effects on the scaling
resistance test at 28days, Cem. Concr. Compos. 30 (2008) 63–71, https://doi.
org/10.1016/j.cemconcomp.2007.09.003.
[23] M. Shariq, J. Prasad, A. Masood, Effect of GGBFS on time dependent
compressive strength of concrete, Constr. Build. Mater. 24 (2010) 1469–
1478, https://doi.org/10.1016/j.conbuildmat.2010.01.007.
[24] H.J. Yim, J.H. Kim, S.H. Han, H.-G. Kwak, Influence of Portland cement and
ground-granulated blast-furnace slag on bleeding of fresh mix, Constr. Build.
Mater. 80 (2015) 132–140, https://doi.org/10.1016/j.conbuildmat.
2014.12.051.
[25] H.T. Le, M. Müller, K. Siewert, H.-M. Ludwig, The mix design for self-
compacting high performance concrete containing various mineral
admixtures, Mater. Des. 72 (2015) 51–62, https://doi.org/10.1016/
j.matdes.2015.01.006.
[26] A.E. Abalaka, Strength and some durability properties of concrete containing
rice husk ash produced in a charcoal incinerator at low specific surface, Int. J.
Concr. Struct. Mater. 7 (2013) 287–293, https://doi.org/10.1007/s40069-013-
0058-8.
[27] P. Duxson, J.L. Provis, Designing precursors for geopolymer cements, J. Am.
Ceram. Soc. 91 (2008) 3864–3869, https://doi.org/10.1111/j.1551-
2916.2008.02787.x.
[28] J.S.J. van Deventer, J.L. Provis, P. Duxson, D.G. Brice, Chemical research and
climate change as drivers in the commercial adoption of alkali activated
materials, Waste Biomass Valorization 1 (2010) 145–155, https://doi.org/
10.1007/s12649-010-9015-9.
[29] G. Habert, J.B. d’Espinose de Lacaillerie, N. Roussel, An environmental
evaluation of geopolymer based concrete production: reviewing current
research trends, J. Clean. Prod. 19 (2011) 1229–1238, https://doi.org/
10.1016/j.jclepro.2011.03.012.
[30] U.S. Geological Survey, Geological Survey Mineral Commodity Summaries:
Soda Ash, 2013.
[31] K. Scrivener, A. Capmas, Calcium aluminate cements, in: P.C. Hewlett (Ed.),
Lea’s Chem. Cem. Concr., Elsevier Ltd, Oxford, UK, 1998, pp. 713–782.
[32] C. Society, Calcium aluminate cements in construction: a re-assessment, 1997.
[33] G.L. Golewski, Green concrete composite incorporating fly ash with high
strength and fracture toughness, J. Clean. Prod. 172 (2018) 218–226.
[34] H. Araghi, I. Nikbin, S. Reskati, E. Rahmani, H. Allahyari, An experimental
investigation on the erosion resistance of concrete containing various PET
particles percentages against sulfuric acid attack, Constr. Build. Mater. 77
(2015) 461–471.
[35] A. Rao, K. Jha, S. Misra, Use of aggregates from recycled construction and
demolition waste in concrete, Resour. Conserv. Recycl. 50 (2007) 71–81.
[36] A. Aliabdo, A. Elmoaty, A. Aboshama, Utilization of waste glass powder in the
production of cement and concrete, Constr. Build. Mater. 124 (2016) 866–877.
[37] E.A. Olanipekun, K.O. Olusola, O. Ata, A comparative study of concrete
properties using coconut shell and palm kernel shell as coarse aggregates,
Build. Environ. 41 (2006) 297–301, https://doi.org/10.1016/j.
buildenv.2005.01.029.
[38] A. Sivakrishna, P.O. Awoyera, S. Oshin, D. Suji, R. Gobinath, Fabrication of
precast concrete slab panels incorporating foundry sand and blast furnace slag
as a potential wall insulator, J. Eng. Sci. Technol. 14 (2019).
[39] P. Awoyera, R. Gobinath, S. Haripriya, P. Kulandaisami, New light weight
mortar for structural application: assessment of porosity, strength and
58 A. Sivakrishna et al. /Materials Today: Proceedings 27 (2020) 54–58morphology properties, in: S. Satapathy, K. Raju, K. Molugaram, A. Krishnaiah,
G. Tsihrintzis (Eds.), International Conference on Emerging Trends in
Engineering (ICETE). Learning and Analytics in Intelligent Systems, Springer,
2020.
[40] Z. Ismail, E. Al-Hashmi, Recycling of waste glass as a partial replacement for
fine aggregate in concrete, Waste Manage. 29 (2009) 655–659.
[41] M.S. Imbabi, C. Carrigan, S. McKenna, Trends and developments in green
cement and concrete technology, Int. J. Sustainable Built Environ. 1 (2012)
194–216, https://doi.org/10.1016/j.ijsbe.2013.05.001.
[42] V. Radonjanin, M. Malešev, S. Marinković, A.E. Malty, Green recycled aggregate
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